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CERVANY (SOVIIT ZEON)
25X1
Desaription of a section of the Railway Idne from JUETERBOG to LUTHERSTAD! WITTENBERG.
25X1

In this report all distances mentioned are neasured in kilometres
from CRESDEN main station.

l. Permanent .iay.

(a) Rails

(i) 15 me long. In JUSTERBOG station some rails are
25 ms longe

(ii) Normal type
(1ii) Seoured to sleepers with fishplates.
Sleeperse.
(b) (%) Throughout the section made of woods  In WITTENBERG

Goods Station some are of wood and soae of irone

(ii) Spacing. 80 om. apars.

2. Desoription of Line

(a)  Tracks.
Single
(b) Stations
There are no new stations in the scotion.

(o) ©Passing Loops

(a) 4t 175.5 kme (WITTENPERG) to 17843 k.
(b) At 205.8 lm. to 207.4 kme (JUETERBOG).

(&) Bridges
1) ZIron. At 187.4 km., ovor road to SEYDA.

Length L0 m.
Width 15 n.
Heizht Ge b e

2)  MNasonry. At 194.3 km., over a road.

Length 30 1m.
width 12 m.
Height 8 1.

3) Iron. 4t 20L.1 kn., over a road.

SECRET Length 25 1,
| idth 8 . 25X1
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L)  Iron. A4t 205.7 km., over the main road to TREUENBRIELZEN.

Length 50 m.
wWidth 15 Iile
Height 10 &

(e) Tunnels

l) At 187n9 ke

Length 12 mn,
Width 8 ma
Height 6 e

2) At 199.8 kl‘b

Length 15 1.
Hidth 8 1.
Hediisht 3 1

(£) Cuttings and Embankuments

Only at tunnels and bridges, normal dimensions.

(g) @Gradients and Curves

There is a gradient of 1:428 from 184,2 kms to
200e4 km.

(h)  Junctions and spurs.

(a) There is a Jjunction at WITTENEERG. ILines go
West to DESSAU and ZERBST and East to RAIKENRERG
and RIESA.

(b) At 203.6 k. a line branches off to DRESDEN.

System of Signalling.

Along the section points and signals are mechanically operated.
At JUETERBOG and WITTENBERG they are eclectriecally operateds

(2)  JUETERBOGe Controls at Signal box JetebeB: at the Goods
Station, signal boxes R2 and B3.

(b) WITIENBERGe Controls at signal box Wittbg; at the Goods
Station, Signal boxes Bl and 03,

Administrative System of Control.

Controls are centralised at “ITTENBERG 2nd JUETIRBOG.

(a) JUETERBOG. The centre of control for the Passenger
Station is at signal box JtbE and for the Goods Station
at Signal box B3.

(b) WITTENHERG. The centre of control for the Passengor
Station is at Signal box Wttbg, and for the Goods Station
at Signal Box Bl.

Marshalling Yards.

There are no shun¥ing stations in the seotion. it WITTENEERG
and JUETERBOG there are Goods Stations.
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6. Servicing and Repair Facilities.

(a) Engine Sheds

(i) JUBTERBOG: onc round-house,
diameter 50 m.
300 men are employed.

(ii)  WITTENBERG: one round-house,
dizmeter about 60 m.

also onc semi round~house, frontage about 60 m.
700 men are empdoyed.

(b) Cranes.

There is one steam crane at WITTENBERG, for
coaling loans.

(@) Railway Vorkshops.

There is one waggon repair works at JUETERBOG,
consisting of six sheds,
Dimensions of each:=-

Length 70 1.
Weight 30 m,
Height 20 m,
800 men are employed.

Te Electrification of track.

Nil.

aneemume OO0 OO Omsememe
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25X1
GERMANY (SOVIEDT ZONEZ)
Boonomic 25X1
Desgription of the scotion of Railway Line from GOERLITZ to LOEBRAU.
In this report all distances mentioned are measured in Xilanetres
fran [ERLIN-OST station.
1.  Permanent iay. '
(2) Reils
1) Gauge not stated.
ii)  Type 15 m. long but in GOERLITZ Station they are 25 m. long.
iii) Rails are screwed to sleepsrs.
(v)  Sleepers.
1) Iype
Wooden throughout the track but in GOERLITZ main station and
Goods station they are of iron,
Sleepers are spaced at a distance of 80 am.
2. Desoription of Line.
()  fracks.
Two tracks throughout the section.
(b)  stations.
There are no new stations in the section.
(e) EPassing Loops.
At GOERLITZ (208 km) to 210.6 km.
(&) Bridaes
(1) Iron. 4t 211.2 km, over the road GOERLITZ = BAUTZEN.
Length 70 m.
idth 25 m.
Height 15 m.
(ii) Iron, 4t 223,7 kme over the main road to REICHENEERG.
Length 50 m.
Width 20 m.
Height 12 m.
(iii)  Iron. At 224.9 lame over the main road to K4IiITZ.
Length 50 me
SECRET width 20 m.
Height 10 1. 25X1
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2. (iv) Iron. At 228.9 k. over the main road to SCHWEIDNITZ.
Contd.)
( Length 65 m.
Tiidth 18 m. 25X1
Height 12 m.
(v) Iron. 4% 230.4 km. over a road to OSTRINZ.
Length 45 m.
Wwidth 18 m,
Height 12 m,
(vi) Iron. At 231.9 km. over the road GOERLITY = LOEBAU = BAUTZEN.
TLength 80 m.
Width 25 m.
Height 15 m,

(e) Tunnels.
Nil.

(f) cuttings and Embankments

Only normal embankments at bridges.

(g) Gradients and Curves.

Gradiont of 1 : 620 from 200 km. to 246.3 ka.
No sharp ourves.

(h)  Junotions and Spurs.

Nil.

3. System of signalling.

Throughout the seotion signalling is electrically operated,
Controlse
(1) A% GOBRLITZ, for the passenger Station control is at the nain
gtation and at Signal box Glzi; for the Goods Station at
3dignal boxes Bl 03 and Ri.
(ii) At LOEBAU, at the LOERAU main station and signal boxes Al, A5 and BO.
(iii) 4long the scotion at Signal boxes at LARKENDORF (1kl) and
REICHENAERG (RbeE).

L, Alministrative systems of control.

Control is centralised:
Centres are in
(1) GO®RLITZ main station and at Signel Box Bl.

(ii) At LOEBAU main station.
(41i) At bignal box Rbghd, for the seation.

5. larshalling Yards.

There is a shunting station in GOIRLITZ.

NI i 25X1
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6. Serviacing and Repair Faoilities.

(a) Enginc Sheds.
GOERLITZ.

2 semi round-houses, frontage about 80 m.
About 1000 hen are employed.
LOEBLU .
One round-house, diameter about 50 m.
About 300 men are employod,
(b) Cranes.
GOERLITZ

There are 3 steam oranes, ene of which is for
coaling looos and 2 are in the Goods Stations

(¢) Railway Workshops.

Therc is a Railway Repair Workshop at GOERLITZ, which
deals with locos and waggons.

There are 15 sheds; dJimensions of each:=~-

Lengtn 120 m,
Width LO n,
Height 20 11a
Of thesc sheds L4 are used for waggon building
3o o " looo repair
2 it i1} 1t sparc pa.r-ts

1l is an ompty workshop
5 are workshops uscd for various purposes.

Te Eleatrification.

From GOERLITZ to MOYS therc is an c¢leotira track, whioh docs not
helong to the Railway but is the property of the VEB HUETTE.
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